
Fom:3100 )
(December 1990) U D STATES SUBMIT IN TRIP TE* Bu

ept
Bureau No. 1004-0136

DEPARTMEINT OF THE INTERIOR (otherinstruction on- Expires December31, 1991
BUREAU OF LAND MANAGEMENT reverse side)

5 LEASE DESIGNATION AND SERIAL NO.
U-0806

6 IF INDIAN, ALLOTTEE OR TRIDE NAME

APPLICATION FOR PERMIT TO DRILL OR DEEPEN Uintah-Ouray

la 1YPE OF WORK I UNIT AGREEMENT NAME

DRILL DEEPEN Wonsits Valley Fed. Unit
b TYPE OF WELL

OIL GAS- SINGLE MULTIPLE 8 FARM OR LEASE NAME, WELL NO.
WELL WELL OTHER ZONE ZONE WVFU #70 WG

l NAMEOFOPERATOR 9. APlWELLNO.
CIIEVRON USA PRODUCTION CO., INC.

3 ADDRESS AND TELEPtfONE NO 10. FIELD AND POOL, OR WILDCAT
11002 EAST 17500 SOUTH. VERNAL, UT 84078-8526 (435) 781-4300 Wonsits Valley - Wasatch

4. LOC ATION OFWE LL (Report location clearly and in accordance wills any State requirements?

603 FSL. 1909' FEL, SW/SE 11. SEC.,T., R., M..OR BLOCK AND SURVEY

OR AREA
At proposed prou Zone SEC. 13-T8S-R21E
SAhlE

14 DlSTANCE IN MlLES AND DIRECTION FROM NEAREST TOWN OR POST OFFlCE* 12. COUNTY OR PARISH 13. STATE
~35.6 NIILES FROM VERNAL. UT UINTAH UTAH

15 DISTANCE FROM PROPOSED* 16 NO. OF ACRES IN LEASE 11 NO OF ACRES ASSIGNED
LOCATION TO NEAREST (,gy TO T IIS WELL
PROPERTY OR LEASE LINE, FT.
(Also to nearest drig. Unit line, if any) 2480 NA

18 DISTANCE FROM PROPOSED LOCATION* l9 PROPOSED DEPTH 20 ROTARY OR CABLE TOOLS
TO NEAREST WELL. DRILLING. COMPLETED aprox. 50' 7800' ROTARY
OR APPLIED FOR.ON TIIIS LEASE, FT.

21 ELEVATIONS (Show whether DF, RT, GR. etc.) 22. APPROX. DATE WORKWILL START*
4889 GL 12/1/98

PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE GRADE. SlZE OF CASING WEIGHT PER FOOT SETTING DEPTH OUANTlTY OF CEMENT

11" 8-5/8" K-55 24# 500' 240 SX. CLASS G
7-7/8" 5-1/2" K-55 15.5# 7800' 354SX. HI-FILL LEAD, 407 SX. PREMIUM AG TAIL

Chevron proposes to drill a new gas producer at the location above. Attachments:

Certified plat
Self certification statement
T tepen point surfacleanse plan

W.1U• "
0CTC7 1998

DI\/.0FOIL,GAS&MINING
IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal is to drill or deepen directionally, give

rtinSint data on Cive blowoutEpreventer program, if anv.sh

Operations Rep. DATE

(TEhis space for Federal r State 01T

APPROVAL DATE

Application approval does not warranL Of CCitify that the olds Icgal or equitable title to those rights in the subject lease which would entitle the applicant to conduct operations thereon

CONDITIONS PPROVAL NY:
BRADLEYG. HILL

APPROVED BY TIT ECLAMATIONSPECIALfST III DATE

*Sce Instructions On Reverse Side
Title 18 U.S.C. Section 1001, makes it rime for any person knowingly and willfully to make to any department or agency of the
United States any false, tietitious or frau lent statements or representations as to any matter within its jurisdiction.



CHEVRON U.S. A., INC.

Well location, WONSITS VALLEY FEDERAL UNIT
TBS, R21E, S.L.B.&M. #70 WG, located as shown in the SW 1/4 SE

1/4 of Section 13, T8S, R21E, S.L.B.&M.
in; arass cap Uintoh County, Utah.

Brass cap NB9 09'487 2658.73' (Meas.) H8975'16 T 2656.54' (Meas.) se ce
BASIS OF ELEVATION

A L 1967 Bross Cop
o.7 Nigh, Pli# BENCH MARK (45 EAM) LOCATED IN THE N 1/2 OF

SECTION 5, T8S, R21E, S.L.B.&M. TAKEN FROM
THE BRENNAN BASIN, QUADRANGLE, UTAH, UINTAH
COUNTY, 7.5 MINUTE QUAD. (TOPOGRAPHIC MAP)
PUBLISHED BY THE UNITED STATES DEPARTMENT OF
THE INTERIOR, GEOLOGICALSURVEY. SAID ELEVATION
IS MARKED AS BEING 4689 FEET.

Brass cap go
-

I O Brass Cap
n O

sCECR

THIS IS TO CERTIFY THAT TO BOVE PEAT PARED FROM
FIELD NOTES OF ACTUAL UR'VEYSMADE BY DER MY

--- SUPERVISIONAND fHAT THE SAME A§E 80 N ECT TO THE
BEST OF MY KNOWLEDGEAND f UEF.

WONS/TS VALLEYFEDERAL UN/T /70 WG
Elev. Ungraded Ground = 4889'

sYOR(

1967 Brass Cap

Brass co, 2',"'^· st"=' UINTAH ENGINEERING & LAND SURVEYlNG

NB97J'0]T 2662.99' (Meas.) NB9°48'S7T 2661.82' (Meas.) , ,,
BS SOUTH 200 EAST - VERNAL, UTAH 84078 -

cap 1.0' High (435) 789-1017

LEGEND: SCALE DATE SURVEYED: DATE DRAWN:

1" =
1000° 9-1-98 9-8-98

=
90° SYMBOL PARTY REFERENCES

= PROPOSED WELLHEAD. D.A. L.L. C.B.T. G.L.O. PLAT
WEAfHER FILE

A = SECTION CORNERS LOCATED· HTO CHEVRON U.S.A.,



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 10/07/98 API NO. ASSIGNED: 43-047-33222

WELL NAME: WVFU 70 WG
OPERATOR: CHEVRON USA INC (NO210)
CONTACT: (??,E(¿/w4-JerRa 72/--VSon

PROPOSED LOCATION: INSPECT LOCATION BY: / /
SWSE 13 - TOSS - R21E
SURFACE: 0603-FSL-1909-FEL TECH REVIEW Initials Date

BOTTOM: 0603-FSL-1909-FEL

UINTAH COUNTY Engineering
WONSITS VALLEY FIELD (710)

Geology
LEASE TYPE: FED
LEASE NUMBER: U-0 06 ¡ Surface
SURFACE OWNER: Il Tribe,

PROPOSED FORMATION: WSTC

RECE VED AND/OR REVIEWED: LOCATION AND SITING:

V glat R649-2-3. Unit &¾<
Bond: Federal YÚ

S/ta
e[] Fee[

(No. Á-9 64 Ì-3 ) R649-3-2
. General

Potash (Y/N)
Oil Shale (Y/N) *190-5(B) R649-3-3. Exception

Water Permit
(No. AS/,j,26, p-? Ø¿q ) Drilling Unit

RDCC Review'(Y/N) Board Cause No:
(Date: ) Date:

4_ Fee Surf Agreement (Y/N)

COMMENTS:

STIPULATIONS: E €QJ<.



O @
OPERATOR: CHEVRON USA PRODUCTION (NO210)

FIELD: WONSITS VALLEY (710)

SEC. 13 & 14, TWP SS, RNG 21E

COUNTY: UINTAH UNIT: WONSITS VALLEYUNIT
DIVISION OF QIL, GAS & MINING

+ * mav °"" GERY
canv saav

TSS R21E TBS R22E

GRRV GRRV GRRY

GRRV GRAY GRRV

WONSITS VALLEY FIELD , , . . c.

• GRRV GRRV
GRRV GN GRRV GRRV GRRY

Rv

GRRV PR G
senv

RV G
• • GRRV GRRY GV GRRy GRRV

RRv GRR

GRRV
STC VFüh44WG

GRRV GRRV
GRRV GRRV

I
I

GRRV
FuscWG omRY 1

Y GRRY GRRV GRRY I

i

? WVFi 76 WG
I

GRRV GRRV GRRV
GPRV

WVFU #70 WG

GRRV
ge GRRV GRRY

-- I

* GRRV GRRV
enev

WONSITS VALLEY UNIT .

WVFU Mai WG ERIiv,

O

e GRRY

GRRY

enav

DATE PREPARED:



Y, statf of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Salt Lake City, Utah 84114-5801

Ted Stewart
Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

October 22, 1998

Chevron USA Production Co.
11002 East 17500 South
Vernal, Utah 84078-8526

Re: WVFU 70 WG Well, 603' FSL, 1909' FEL, SW SE, Sec. 13,
T. 8 S., R. 21 E., Uintah County, Utah

Gentlemen.:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-047-33222.

Sincerely

J hn R. Baza
ssociate Director

lwp
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District
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Operator: Chevron USA Production Co.

Well Name & Number: WVFU 70 WG

API Number: 43-047-33222

Lease: Federal Surface Owner: Ute Tribe

Location: SW SE Sec. 13 T. 8 S. R. 21 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
Contact Carol Daniels at (801)538-5284.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Dan Jarvis at (801) 538-5338

or Robert Krueger at (801) 538-5274.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational actions.

4. State approval of this well does not supersede the required
federal approval which must be obtained prior to
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United States Department of the Interior

BUREAUOF LAND MANAGEMENT
Utah State Office
P.O. Box 45155

Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

Memorandum

To: Assistant District Manager Minerals, Vernal District

From: Michael Coulthard, Petroleum Engineer

Subject: 1998 Plan of Development Wonsits Valley and
Red Wash Units, Uintah County, Utah. DIVOF OIL,GAS & MINING

Pursuant to email between Lisha Cordova, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management. The following well(s) islare planned for calendar
year 1998 within the following Units, Uintah County, Utah.

Red Wash Unit (proposed Green River Completions)

API # WELL NAME LOCATION

43-047-33224 RWU 328 (12-21B) 1864-FNL 0732-FWL 21 07S 23E

43-047-33225 RWU 329 (32-20B) 1836-FNL 1999-FEL 20 07S 23E

Wonsits Valley Unit (proposed Wasatch Completions)

API # WELL NAME LOCATION

43-047-33220 WVFU 44 WG 0781-FNL 0642-FEL 14 08S 21E

43-047-33221 WVFU 47 WG 1940-FNL 0649-FWL 13 08S 21E

43-047-33222 WVFU 70 WG 0603-FSL 1909-FEL 13 08S 21E

43-047-33223 WVFU 76 WG 2069-FSL 0636-FEL 13 08S 21E

This office has no objection to permitting the well(s) at this
time.

Is/ Michael L. Coulthard

bcc: File - Red Wash Unit
File - Wonsits Valley Unit
Division of Oil Gas and Mining
Agr. Sec. Chron
Fluid Chron
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United States Department of the Interior
Bureau of Land Management
Vernal District Office
170 South 500 West
Vernal, UT 84078

SELF-CERTIFICATION STATEMENT

Be advised that Chevron USA Production Company is considered to be the operator of
Wonsits Valley Federal Unit #70 WG, SWSE-Sec.13-T8S-R21E, Uintah County, Utah,
and is responsible under the terms and conditions of the lease for the operations
conducted on the leased lands.

Bond coverage for this well is provided by Nationwide Bond #U-89-75-81-34 (Standard
Oil Co. of California and its wholly owned subsidiary Chevron USA Production Co., as
co-principals) via surety consent as provided for in 43 CFR 3104.2.

Sincerely,

Red Wash Area Operations
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CHEVRON USA PRODUCTION CO.

WONSITS VALLEY FEDERAL UNIT #70-WG
603' FSL & 1909' FEL

SEC 13-T8S-R21E SLB&M
UINTAH COUNTY, UTAH

EIGHT POINT DRILLING PLAN

1. ESTIMATED FORMATION TOPS:

Green River 2192'
Wasatch 5680'

2. ESTIMATED DEPTHS OF TOP AND BOTTOM OF WATER, OIL, GAS, OR
OTHER MINERAL BEARING FORMATIONS AND PLAN FOR PROTECTION:

Deepest Fresh Water: ~3500' from surface

Oil and Gas: Oil previously produced from the Green River Formation between
4968' and 5208'; gas expected in the Wasatch Formation between ~6200' and
7380'.

Protection of oil, gas, water, or other mineral bearing formations:
Protection shall be accomplished by cementing surface casing and production
casing back to the surface or to depths sufficient to isolate required formations.
Please refer to casing and cement information for protection plans.

3. PRESSURE CONTROL EQUIPMENT:

For drilling 11" surface hole to 500': No BOP equipment required.

For drilling through 8.625" surface casing to TD:

Maximum anticipated surface pressure is <1700 psi.

Pressure control equipment shall be in accordance with BLM minimum standards
for 2000 psi equipment.

A casing head with an 11", 3000 psi flange will be welded onto the 8.625"
surface
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BOP stack will consist of a double gate and annular preventer. The double gate
will be equipped with pipe rams on bottom and blind rams on top. The choke
and kill lines will be connected to outlets between the bottom and top rams,
utilizing either the ram body outlet or a drilling spool with side outlets. The BOP
stack will be 11" bore, 3000 psi working pressure. The choke and kill lines will
be 2" or 3" bore, 3000 psi working pressure.

A rotating head may be used while drilling for control of gas cut mud.

Test procedure and frequency shall be in accordance with BLM minimum
standards for 2000 psi equipment.

4. SUPPLEMENTAL DRILLING EQUIPMENT AND CASING INFORMATION:

Casing Information: All casing will be new and tested to 1500 PSI

Casing Conn. Newl Stage Centralizers
Used Tool

8.625" STC New None 10' above shoe,
on 1st and 3rd collars

5.5" STC New None 10' above shoe, every
other collar to top of pay(~6200')

Cement Information:

8.625" Casing: Oilfield type cement circulated in. Class A or G single slurry
mixed to 15.6 ppg, yield = 1.19 cf/sx. Fill to surface with 286 cf (240 sx). Tail
plug used. Allowed to set under pressure.

5.5" Casing: Lead/tail oilfield type cement circulated in, 50% excess assumed.

Lead slurry - 354 sx. Premium AG250 High Fill Standard mixed to 11.0 ppg,
yield = 3.82 cflsx.

Tail slurry - Premium AG250 + additives as required mixed to 14.8 ppg, yield =

1.34 cflsx. Fillto ~5700' with 545 cf (407 sx.).

Drilling
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Surface hole will be drilled and surface casing set with a small rotary surface
hole rig.

A rotating head may be used while drilling below surface casing for controlof gascut mud.

5. ClRCULATING MEDIUM, MUD TYPE, MINIMUMQUANTITIES OF WEIGHT
MATERIAL,AND MONITORING EQUIPMENT:

Surface hole will be drilled with air, air/mist, foam or mud depending on hole
conditions. Drilling below surface casing will be performed with water based
drilling fluids consisting primarily of fresh water, bentonite, lignite, caustic, lime,
soda ash, and polymers. No chromates will be used. It is not intended to use oil
in the mud, however, in the event it is used, oil concentration willbe less than 4%
by volume. Maximum anticipated mud weight is ±10 ppg.

No minimum quantity of weight material willbe required to be kept on location.

PVT/Flow Show willbe used during drilling operations.

Gas detector will be used during drilling operations.

6. ANTICIPATED TYPE AND AMOUNT OF TESTING, LOGGING, AND CORING:

Logging: Openhole logs for proposed well willoverlap and tie with those fromthe original wellbore, WVFU #54.

Gamma Ray, Resistivity, from TD to (OVERLAP G1 Lime)'.
Mud logging with 10' samples from 5000' to TD.

Coring:

None planned.

Testing:

None planned.

7. EXPECTED BOTTOM HOLE PRESSURE AND ANY ANTICIPATED ABNORMAL
PRESSURE, TEMPERATURES, OR OTHER HAZARDS (HpS, STEAM, ETC.)
AND ASSOCIATED CONTINGENCY PLANS:
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Near normal pressure gradients are expected in the Wasatch Formation. Some
slightly pressured intervals may exist (+/-10ppg MWE) in previous waterflood
intervals in the Green River Formation. Other slightlypressured intervals which
may be encountered are typicallytightand require fracture stimulation to flow.

Maximum expected BHP @7800': ~3378 psi
Maximum expected BHT @7200': ~1730 F.

Minor amounts of H2S may exist in previous waterflood intervals of the Green
River Formation.

8. OTHER:

No other abnormal hazards are anticipated and no contingency plans are



CHEVRON DRILLINGR FERENCE SERIES
VOLUME ELEVEN

WELLCONTROL AND BLOWOUT PREVENTION

E. CLASS Ill BLOWOUT PREVENTER STACK:

The Class 111preventer stack is designed for Figure 11J.4drilling or woñ<over operations. It is composed Class III Blowout Preventer Stackof a single hydraulically operated annular pre-
venter on top, then a blind ram preventer, a c Jdrilling spool, and a singlepipe ram preventer
on bottom. The choke and kill lines are in-
stalled onto the drilling spool and must have a
minimum intemai diameter of T. All side
cuttets on the preventers or drilling spool must
be flanged, studded, or cfamped. An emer-
gency kill line may be installed on the wellhead.
A dcuble ram preventer should only be used
wnen space limitations make it necessary to
remove the drilling seccl. In these instarices,
the cocke manifcid should be connected to a Annular Preventerilangec cutlet between the preventer rams
aniy. In this hockup, the pice rams are
consicered master rams only, and cannot be
usec to routinely circulate out a kick. The
Class Ill bicwout preventer stack is snown to

Ithe ngnt in Figure 11J.4.

BlindRams

Pipe Rams

Tubing or
casing Head

Rev. 1/1/89
1 1



CHEV DRILLING REFERENCE SERIE
VOLUME ELEVEN
WELL CONTROL AND BLOWOUT PREVENTION

D. TYPE "8" KILL LINE - CLASS 111,IV , AND V WELLS

The type B kill line described below in Figure 11J.11 is the minimum recommended hockup forinstallation on allClass llt, Class IV and Class V wells. Specific design features of the type 8 killlineinclude:

1. The preferred kill line connection to the well is at the drilling spool, however, a preventer side outletmay be used when space restrictions exctude the use ofa drilling spool, in allcases, the kill line mustbe installed below the uppermost blind rams so the well can be pumped into with no pipe in the hole.
2 The arrangement includes two - 2" (norninal) gate valves installed at the drilling spool and anupstream fluid cross. The outside valve may be hycraulically remote controlled.
3. Two pump-in lines should be attached to the fluid cross. The primary kill IIne should be routedto the rig stancpipe where it can be manifolded to the rig pumps. The remote kill line should be runto a safe location away from the rig or to the rig cementing unit. T'ne remote kill line should have aloose end connectionfor rigging-up a hign pressure pumping unit.
4. Seth the primary kill line and the remote kiilline must include a 2"check valve which is in wontincconcition while crilling. If a check valve is crippledfor testing purposes, the flapper or ball must bere-installed and tested before drilling resumes.

5. The primary kill line must include a pressure cauge which can cisplay the pump-in pressure on thetig ficor.

6. Any lines which are installed at the weilhead are cesignated as "emergency kill lines' andshoutconly be used if the primary and remote kill lines are inoperacle.

Figure 11J.11 - Type "B" Kill Line NC = Normally Closed
NO = Normally Open

2" 2"

Check Valves , i To Remote
KiilLine

Rev. 1/1/89



CHEVRO RILLINGREFERENCE SERIES
VOLUMEELEVEN
WELL CONTROL AND BLOWOUT PREVENTlON

D. CLASS 111CHOKE MAN1FOLD

The Class lil choke manifold is suitable for Class lil workovers and drilling operations. The StandardClass Ill choke manifold is shown in Figure 11J.8 below. Specific design features of the Class lilmanifold include:

1. The manifold is attached to a drilling spool or the top ram preventer side outlet.
2. The minimun intemal diameter is 2" (nominal) for outlets, flanges, valves and lines.

3. Includes twosteel gate valves in the choke line at the drilling spool cutlet. The inside choke linevalve may be remotely controlled (HCR).

4. Includes twomanually adjustable chokeswhich are installed on both side of the manifoldcross.Steel isolation gate valves are installed between both chokes and the cross, and alsodownstreamof both chokes.

5. Includes a blecey line which runs straightthroughthe cross and is isolated by a steel gate valve.

6. Includes a valve isolated pressure gauge suitable for drilling service which can display the casingpressure within view of the choke operator.

7. Returns throughthe choke manifold must be divertible through a mud-gas seperator and thenbe routed to either the shale shaker or the reserve pit through a buffer tank ormanifcid arrangemem.
8. If the choke manifcid is remote from the weilhead, a third master valve should be installedimmediately upstream of the manifold cross.

Figure 11J.8 - Class Ill Choke Manifold NC = Normally Closed
NO = Normally Open

Adjustable Choke

2"

2 N
NO

2 Nominal 2 Nc 2" Nomina)

Acjustable Choke
NC NC

Rev. 1/1/89



0 O
CHEVRON USA PRODUCTION CO.

Wonsits Valley Fed. Unit #70 WG
603' FSL & 1909' FEL

SWSE-S13-T8S-R21E, SLB&M
UINTAH COUNTY, UTAH

THIRTEEN POINT SURFACE USE PLAN

1. EXISTING ROADS:

A. See Topographic Map A. There are no plans to change, alter or improve upon any
existing state or county road.

B. See Topographic Map A & B. Proposed access road begins approximately34.8 miles
from Vernal, UT.

2. ACCESSROADSTOBECONSTRUCTEDORRECONSTRUCTED:

A. See Topographic Maps A and B. An access road approximately 0.8 mile in length is
proposed.

3. LOCATION OF EXISTINGWELLS WITHIN ONE MILE:

A. See Topographic Map C. The proposed well will be drilled on the original well pad of
WVFU #70, ~50 feet from the original wellbore.

4. LOCATION OF EXISTING OR PROPOSED FACILITIES IF WELL IS
PRODUCTIVE:

A. See Topographic Map B & D.

B. Gas dehydration unit,100 barrel tank, 500 barrel tank, and approximately1900 feet of
2" surface gas line that ties into an existing pipe line. Also a casing cathodic protection
system consisting of a deep well anode bed and solar power generator.

C. Disturbed areas no longer needed for operations will be graded back to as near
original state as possible. Drainage channels will be returned to originalstate and the
areas willbe reseeded as prescribed by the BIA.

5. LOCATION AND TYPE OF WATER SUPPLY:

A. Wonsits Valley Federal Unit water supply wells 1965 Application #36125.
B. Water well in Ouray operated by A-1 Tank and Brine, Permit #43-8496.
C. City water from Ouray provided by Ouray Brine's facility in Ouray. No



O O
WVFU #70WG THIRTEEN POINT SURFACE USE PLAN

6. CONSTRUCTION MATERIALS:

A. Native dirt and gravel willbe used as construction materials.

7. METHODS FOR HANDLINGWASTE DISPOSAL:

A. A lined reserve pit willbe constructed to contain excess drilling fluids.

B. Excess reserve pit fluid will be disposed of via evaporation, percolation at pit
abandonment or haul-off to a commercial disposal facility.

C. Drill cuttings will be caught and settled in the reserve pit and buried when the pit is
backfilled.

D. Commercial service will provide portable toilets and haul-off to a commercialdisposal
facility.

E. Trash will be stored in trash containers and hauled to commercial or municipal facility
for disposal.

F. It is not anticipated that any salt or chemicals will need to be disposed of. If required,
disposal willbe by commercialdisposal facility.

G. In the event fluids are produced, any oil will be transferred to existing facilities within
Wonsits Valley Unit and sold. Any water willbe transferredto Red Wash Unit disposal
facilities.

H. Hazardous chemicals 10,000\b. of which will most likely be used, produced, stored,
transported or disposed of in association with the proposed action of drillina,
completing and producinq this well: We anticipate that none of the hazardous
chemicals in quantities of 10,000 lb. or more willbe associated with these operations.

I. Extremely hazardous substances threshold quantities of which will be used, produced,
stored, transportedor disposed of in association with the proposed action of drilling,
completinq and producinq this well: We anticipate that none of the extremely
hazardous substances in threshold quantities per 40 CFR 355 willbe associated with
these operations.

8. ANCILLARY FACILITIES:

A.
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WVFU #70WG - THIRTEEN POINT SURFACE USE PLAN

9. WELLSITE LAYOUT:

A. See Figures 1 and 2.

B. Burn pit willnot be lined.

C. Access to the well pad will be as shown on Topographic Map B.

10. PLAN FOR RESTORATION OF SURFACE:

A. All surface areas not required for production operations will be graded to as near
original condition as possible and contoured to maintain possible erosion to a
minimum. Any rock encountered in excavation will be disposed of beneath backfill to
return surface to its present appearance and provide soil for seed growth.

B. The topsoilwill be evenly distributed over the disturbed areas. Reseeding will be
performed as directed by the BIA.

C. Pits that would present a hazard to wildlifeor livestock will be backfilled when the rig is
released and removed.

D. Completion of the well is planned during 1999. Rehabilitation will commence following
completion of the well. If the wellsite is to be abandoned, all disturbed areas willbe
recontoured to the natural contour as soon as possible.

11. SURFACE OWNERSHIP:

A. The wellsite, access roads and production facilities are constructed on Ute tribal
lands.

12. OTHER INFORMATION:

A. Surface use activities other than the oiland gas well facilities consist of grazing.

B. There are no occupied dwellings near the
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WVFU #70WG - THIRTEEN POINT SURFACE USE PLAN

13. COMPANY REPRESENTATIVE:

Mr. M. E. Alexander
11002 East 17500 South
Vernal, UT 84078
(435) 781-4301

I hereby certify that 1,or persons under my direct supervision, have inspected the
proposed drillsite and access route; that I am familiar with the conditions which
presently exist; that the statements made in this plan are, to the best of my
knowledge, true and correct; and, that the work associated with the operations
proposed herein will be performed by Chevron USA Production Co., Inc. and its
contractors and subcontractors in conformity with this plan and the terms and
condit ns under which it is approved.

Red Wash Operations



LOCATION LAYOUT FOR
WONSITS VALLEY FEDERAL UNIT //70 WG

SECTION 13, TSS, R21E, S.L.B.&M.
603° FSL 1909' FEL

B C T
g1. O

Topsol/ Stockpile

34°
Sta. J+20

APPROX.
TOE OF
FId4 LOPE

PIPE RACKS

C-1.1 i i
e. sz r C-1.1'
C-6.9 r e a ss..r C-0.1'(stm. Pid C 60 34 Rio DoG HOUSE

136' 1 Sta. 1+70

P/T CAPACITY PUMP
HT7H 2' GF
REB0 m MUD SHED TOILET O- 4, 120 Bb/s.

Sta. 0+92 POWRHOPPER
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EXCESS MATERIAL AFTER

CUT 5% COMPACTION = 2,870 Cu. Yds.
(12") Topsoil Stripping = 2,240 Cu. Yds. Topsoil & Pit Backfill = 2,870 Cu. Yds.
Remaining Location = 1,570 Cu. Yds. (1/2 Pit Vol.)
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PROPOSED LOCATION:

E E
LEGEND: CHEVRON U.S.A., INC.
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Form 5160-3
Form approved.

(December 1990) UNI" STATES SUBMIT IN TRIPLI TE* Budget Bureau No. 1004-0136

DEPARTM OF THE INTERIOR (Other instructior Expires December 31, 1991

BUREAU OF LAND MANAGEMENT reverse side)
5. LEASE DESIGNATION AND SERIAL NO.

U-0806

6 IF INDlAN, ALLOTTEE OR TRIBE NAME

APPLICATION FOR PERMIT TO DRILL OR DEEPEN Uintah-Ouray

la TYPE OF WORK 7 UNIT AGREEMENT NAME

DRILL DEEPEN Wonsits Valley Fed. Unit

b TYPE OF WELL

OIL GAS- SINGLE MULTIPLE 8. FARM OR LEASE NAME, WELL NO.

WELL WELL OTHER ZONE ZONE WVFU #70 WG

2. NAME OF OPERATOR 9. API WELL NO.

CHEVRON USA PRODUCTION CO., INC.

3. ADDRESS AND TELEPHONE NO. 10. FIELD AND POOL, OR WILDCAT

11002 EAST 17500 SOUTH, VERNAL, UT 84078-8526 (435) 781-4300 Wonsits Valley - Wasatch

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements)*

603' FSL, 1909' FEL, SWISE
11. SEC.,T R., M., OR BLOCK AND SURVEY

At proposed prod. Zone SEC. 13-T8S-R21E

SAME

14 DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. STATE

~35.6 MILES FROM VERNAL, UT UINTAH UTAH

15 DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST 603' TO T IIS WELL

PROPERTY OR LEASE LINE, FT.
(Also to nearest drig. Unit line, if any) 2480 NA

18 DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS

TO NEAREST WELL, DRILLING, COMPLETED, aprox. 50' 7800' ROTARY
OR APPLIED FOR, ON THIS LEASE, FT.

21 ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL START*

4889 GL
12/1/98

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE GRADE, SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

11" 8-5/8" K-55 24# 500' 240 SX. CLASS G

7-7/8" 5-1/2" K-55 15.5# 7800' 354SX. HI-FILL LEAD, 407 SX. PREMIUM AG TAIL

Chevron proposes to drill a new gas producer at the location above. Attachments:

Seelrf eret
f ion statement

Thirteen point surface use plan
Eight point drilling plan

0EC 081998

DIV.OFOlL,GAS&MINING

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAAI: If proposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal is to drill or deepen directionally, give

ertinent data on subsurface locat ns and m asu d agd true vertica pths.Give blowout greventerprogram,if anv.

SIGNED TITLE Red Wash Operations Rep. DATE

(This space for Federal State office use)

PERMITNO. CONUT4GNSOF APPROVALATTACHE
Application approval does not warrant or cenify that the applicant holds legal or equitable title to those rig in the subject lease which would entitle the applicant to conduct operations thereon.

CONDITIONS OF APPROVAL, IF ANY:

(> AssistantField Manager DEC- 3 1998
APPROVED BY TITL DATE

v *See Instructions On Reverse Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the

United States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
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Well: WVFU 70WG

CONDITIONSOF APPROVAL
APPLICATIONFOR PERMITTO DRILL

Company/Operator: Chevron USA Production

Well Name &Number: WVFU70WG

API Number: 43-047-33222

Lease Number: U-0806

Location: SWSE Sec. T. U R. 21E

NOTIFICATIONREQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to constructionof location and
access roads.

Location Completion - prior to moving on the drillingrig.

Spud Notice - at least twenty-four(24) hours prior to spudding the well.

Casing String and - at least twenty-four(24) hours prior to running casing and

Cementing cementingall casing strings.

BOP and Related - at least twenty-four(24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) business days after new well begins, or production

Notice resumes after well has been off production for more than ninety
(90) days.

For more specificdetails on notificationrequirements, please check the Conditions of Approval

for Notice to Drilland Surface Use
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CONDITIONSOF APPROVAL FOR NOTICETO DRILL

Approval of thisapplicationdoes not warrant or certifythat the applicantholds legal or
equitable titleto those rights in the subject lease which would entitle the applicant to conduct

operationsthereon.

Alllease and/or unit operations willbe conducted in such a manner that fullcomplianceis

made with applicable laws, regulations (43 CFR 3100), Onshore Oli and Gas Orders, and the

approved plan of operations. The operator is fully responsible for the actions of his

subcontractors. A copy of these conditions willbe furnished to the field representative by the

operatorto insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well

is being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLINGPROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearinq Zones are
Expected to be Encountered

Report U water shows and water-bearingsands to Tim Ingwellof this officeprior to

setting the next casing string or requesting plugging orders. Faxed copies of

State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected,

submit samples to this office along with any water analyses conducted.

Allusable water and prospectively valuable minerals (as described by BLMat onsite)

encountered during drilling,willbe recorded by depth and adequately protected. Alloil

and gas shows willbe tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil

and Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a

2M system and individual components shall be operable as designed. Chart recorders

shall be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while

drillingand shall be made available to a BLMrepresentative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling

medium whiledrilling,the special drillingrequirements in Onshore Oil and Gas Order

No. 2, regarding air or gas drillingshall be adhered to. If a mist system is being utilized

then the requirementfor a deduster shall be
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3. Casinq Proqram and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints,with a minimumof
one centralizer per joint.

If conductor pipe is set it willbe cemented to surface. If drive pipe is used it willbe
pulled prior to cementing surface casing.

As a minimum, the usable water shall be isolated and/or protected by having a cement

top for the production casing at least 200 ft. above the base of the Usable Water zone
identified at +. 1104 ft.. If gilsonite is encountered while drilling, it shall be isolated

and/or protected via the cementing program.

4. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or
demonstrating a characteristic of a hazardous waste willnot be used in drilling, testing,
or completion operations.

No chromate additives willbe used in the mud system on Federal and Indian lands

without prior BLMapproval to ensure adequate protection of fresh water aquifers.

5. Coring, Loqqinq and Testinq Proaram

Daily drillingand completionprogress reports shall be submitted to this office on a

weekly basis.

AllDrill Stem tests (DST) shall be accomplished during daylight hours, unless specific

approvalto start during other hours is obtained from the AO. However, DSTs may be

allowed to continue at night if the test was initiated during daylight hours and the rate

of flow is stabilizedand if adequate lighting is available (i.e., lighting which is adequate
for visibilityand vaporproof for safe operations). Packers can be released, but tripping

should not begin before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL)willbe run from the production casing shoe to + 904 ft and

shall be utilized to determine the bond quality for the production casing. Submit a field

copy of the CBL to this office.

Whether the well is completedas a dry hole or as a producer, "WellCompletion and

Recompletion Report and Log" (Form 3160-4) willbe submittednot later than 30 days

after completion of the well or after completionof operations being performed, in

accordance with 43 CFR 3164. One copy of all logs, core descriptions, core analyses,
well-test data, geologic summaries,sample description, and all other surveys or data

obtained and compiledduring the drilling,workover, and/or completion operations, will

be filed with Form 3160-4. Samples (cuttings,fluids, and/orgases) willbe submitted

when requested by the
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6. Notificationsof Operations

No location willbe constructed or moved, no well willbe plugged, and no drillingor
workover equipmentwillbe removed from a well to be placed in a suspended status
without prior approvalof the AO. If operations are to be suspended, prior approvalof

the AO willbe obtained and notificationgiven before resumption of operations.

The Vernal DistrictOffice shall be notified,during regular work hours (7:45 a.m.-4:30

p.m., Monday through Friday except holidays), at least 24 hours prior to spudding the
well.

Operator shall report production data to MMSpursuant to 30 CFR 216.5 using form

MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of NTL-3A

or its revision.

Ifa replacement rig is contemplatedfor completion operations, a "Sundry Notice"
(Form 3160-5) to that effect willbe filed, for prior approval of the AO, and all conditions

of this approved plan are applicableduring alloperations conducted with the
replacement rig.

The date on which production is commenced or resumed willbe construed for oil wells

as the date on which liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is ràquired to be
generated or, the date on which liquid hydrocarbons are first produced into a
permanent storage facility,whichever first occurs; and, for gas wells as the date on

which associated liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is requiredto be
generated or, the date on which gas is first measured throughpermanent metering
facilities, whichever first occurs.

Should the well be successfully completed for production, the AO willbe notified when

the well is placed in a producing status. Such notificationwillbe sent by telegram or

other written communication, not later than five (5) days foffowing the date on which

the well is placed on production.

Gas produced from this well may not be vented or flared beyond an initialauthorized
test period of 30 days or 50 MMCF following its completion, whichever occurs first,

withoutthe prior written approvalof the Authorized Officer. Should gas be vented or

flared without approvalbeyond the authorizedtest period, the operator may be directed

to shut-in the well untilthe gas can be captured or approvalto continueventing or

flaring as uneconomic is granted and the operator shall be required to compensate the
lessor for that portion of the gas vented or flared without approval which is determined

to have been avoidably
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A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate DistrictOffice within sixty (60) days of installation or first
production, whichever occurs first. All site securityregulations as specified in Onshore
Oil & Gas Order No. 3 shall be adhered to. All product lines entering and leaving
hydrocarbon storage tanks will be effectivelysealed in accordance with 43 CFR
3162.7-5 (b. 4).

No well abandonment operationswillbe commenced without the prior approval of the
AO. In the case of newly drilled dry holes or failures, and in emergency situations, oral
approval will be obtained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, willbe filed with the AO withinthirty(30) days following completion of the well
for abandonment. This report will indicate where plugs were placed and the current
status of surface restoration. Final abandonment will not be approved until the surface
reclamation work required by the approved APD or approved abandonment notice has

been completedto the satisfaction of the AO or his representative, or the appropriate
Surface Managing Agency.

7. Other information

Allloading lines willbe placed inside the berm surroundingthe tank battery.

AIIoff-lease storage, off-lease measurement, or commingling on-lease or off-lease will
have prior written approval from the AO.

The oil and gas measurement facilitieswillbe installed on the wel.Ilocation. The oil

and gas meters willbe calibrated in place prior to any deliveries. Tests for meter

accuracy willbe conducted following initial installation and at least quarterly thereafter.

The AO willbe provided with a date and time for the initial meter calibration and all

future meter proving schedules, A copy of the meter calibration reports willbe

submitted to the Vernal District Office. AIImeter measurement facilities willconform
with Onshore Oil & Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas
Order No. 5 for natural gas measurement.

The use of materials under BLMjurisdictionwillconformto 43 CFR 3610.2-3.

There willbe no deviation from the proposed drillingand/or workover program without

prior approval from the AO. Safe drillingand operating practices must be observed.

AIIwells, whether drilling,producing, suspended, or abandoned willbe identified in

accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) willbe filed for approvalfor all
changes of plans and other operations in accordance with 43 CFR
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Section 102(b)(3) of the Federal Oiland Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR
3162.4-1(c), requires that "not later than the 5th business day after any well begins

production on which royalty is due anywhere on a lease site or allocated to a lease

site, or resumes production in the case of a well which has been off production for

more than 90 days, the operator shall notifythe authorizedofficer by letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry notice, of the date on
which such production has begun or resumed."

If you fail to comply withthis requirement in the manner and time allowed,you shall be

liable for a civilpenalty of up to $10,000per violation for each day such violation
continues, not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal

Oil and Gas Royalty Management Act of 1982 and the implementing regulations at
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An

extension period may be granted, if requested, prior to the expiration of the original
approvalperiod.

In the event after-hoursapprovalor notificationis necessary, please contact one of the
following individuals:

Wayne Bankert (801) 789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077

Petroleum Engineer

Jerry Kenczka (801) 789-1190

Petroleum Engineer

BLMFAXMachine (801)
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EPA'S LIST OF NONEXEMPT EXPLORATIONAND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

Unused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service companywastes, such as empty drums, drum rinsate, vacuum truck
rinsate, sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

Vacuum truckand drum rinsate from trucksand drums, transportingor containing nonexempt

waste

Refinery wastes

Liquidand solid wastes generated by crude oil and tank bottom reclaimers

Used equipmentlubrication oils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportation pipeline-related pits

Caustic or acid cleaners

Boiler cleaningwastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous



O
COA's Page 8 of 9
Well: WVFU70WG

SURFACE USE PROGRAM
Conditions of Approval (Coas)

These Surface Use Conditions of Approval come from the Bureau of Indian Affairs
Concurrence Memorandum and Site Specific Environmental Analysis.

The Ute Tribe Energy and Mineral Department is to be notified in writing of any changes made
to application. If deviation occurs without specificwritten authorizationfrom the Ute Tribe,

Chevron willbe liable for additional costs and penalties.

The Ute Tribe Energy and Mineral Department is to be notified 48 hours in advance in writing

prior to any construction activity. Also 48 hours is required prior to backfilling of reserve pit.

Reclaimed reserve pits willbe reseeded immediately, as to control weeds.

Chevron willassure the Ute Tribe that anylallcontractorsand subcontractorshave acquired a
Tribal Business License and have tribalaccess permits prior to construction.

Allvehicular traffic,personnel movement, construction,and restoration activities shall be
confined to the areas examined,as referenced in report, and to the existingroadways and/or
evaluated access routes.

Chevron employees and/or authorizedpersonnel (subcontractors)in the field willhave
applicable APD's and/or ROW permits/authorizations on their person(s) during all phases of
construction. Failure to complywith Tribal ordinances willresult in either/both fines and
penalties.

AIIpersonnel should refrain from collecting artifacts and from disturbing any significantcultural
resources in the area.

Authorized officialsand their sub-contractors shall immediately stop construction activitiesand
shall consult withBIAand the Ute Indian Tribal Department of Energy & Minerals should
cultural remains from subsurface deposits be exposed during construction work or if the need
arises to relocate or otherwisealter the location of the construction area. (Construction
activities may resume in areas outside of the area where culturalresources are not exposed.)
Prior to commencing constructing in the area where cultural resources are exposed the
operator must obtain authorizationfrom BIAand the Ute Tribal Department of Cultural Rights
and Protection.

Before the site is abandoned, the company willbe required to restore the well site and ROWs

to near their original state. The disturbed areas willbe reseeded with desirable perennial
vegetation.

Noxious weeds willbe controlled on the well site and rights-of-way. If noxiousweeds spread
from the project area onto adjoiningland, the companywillalso be responsible for their
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Reserve pits willbe lined with impervious synthetic liners. Prior to backfillingthe reserve pit

all fluids willbe pumped from the pit into trucksand hauled to approved disposal sites. When

the reserve pits are backfilled the cuttingsand mud, etc. left in them to be buried willbe
buried a minimum of three feet below the surface of the solf. A Tribal Technician is to be
notified during construction of reserve pits and also during backfilling of pits. 48 hours notice

is required prior to the backfillingof the reserve pit.

A closed production system willbe used. Production fluids willbe contained in leak proof

tanks. AIIproduction fluids willbe disposed of at approved disposal sites. Production water,

oiland other bi-products willnot be applied to roads or welipads for control of dust or weeds.

The indiscriminate dumping of production fluids on roads, wellsites or other areas willnot be

allowed.

The BIAconcurrence indicates that the access road right-of-wayis for 3865 feet and the
flowlineis for 1825 feet as shown on Map D of the APD.

Access roads shall have constructedtravelwidth limitedto 18 feet withina 30 foot allocation

of the ROW, except as granted for sharp curves or intersections.

The pipeline willbe constructedto lay on the soilsurface, and the ROW for the pipeline will

not be bladed or cleared of vegetation without specificwritten authorizationfrom the Bureau of

Indian Affairs and Ute Tribe Energy and Minerals.

Where surface pipelines do not parallel roads, but cross countrybetween stations, they shall

be welded in place at wellsites or on access roads and then they shall be pulled between

stations with a suitable piece of equipment. Trafficwillbe restricted along these areas so that

the pipeline right-of-waywillnot be used as an access road.

Additionalconditionsfor buried lines are mentioned in the Site Specific Environmental

Analysis. Presently there are no plans for buried flowlines as part of this project.

Between September 15 and November 1 of the year following pipeline construction, all
disturbed areas willbe reseeded with perennial vegetation according to BIA or Ute Tribe

specifications.

Chevron, their employees, sub-contractors, and representatives shall not carry firearms on

their person or in theirvehicles while working on Indian lands.

Upon completion of the project approvedunder this Applicationfor Permit to Drilland Right-of-

way, the Ute Tribe Energy & Minerals Resources Department willbe notified by Chevron so

that a Tribal Technician can verify Affidavitof



Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DR a TMENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March31, 1993

5. Lease Designation and SerialNo

SUNDRY NOTICES AND REPORTS ON WELLS U-0806

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir
Use "APPLICATION FOR PERMIT--" for such proposals 5. IfIndian, Allottee or Tribe Name

N/A

SUBMITIN TRIPLICA TE 7. IfUnit or CA, Agreement Designation

i Type of Well Wonsits Valley Federal Unit
Oil Gas

O "' O "' O Other 8. WellName and No.

Wonsits Valley 70 WG
2 NameofOperator

CHEVRON U.S.A. PRODUCTION COMPANY 9. APIWellNo.

3 Address and Telephone No. 43-047-33222
11002 E. 17500 S. VERNAL, UT 84078-8526 (801) 781- 10. Field and Pool, or Exploratory Area

4300
4 Location of Well (Footage, Sec., T., R., M., or Survey Description) Wonsits Valley - Green River

11. County or Parish, State

603' FSL, 1909' FEL, SW S , SEC 13, TSS, R21E, SLBL UINTAH, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Repon Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

FinalAbandonment Notice Altering Casing Cmion to Mtion

Other SPUD Dispose water

4 (Note) Repoit results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13 Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, includingestimated date of starting any proposed work If well is directionallydrilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work)

THIS WELL WAS SPUD ON DECEMBER 12, 1998.

Wayne Bankard with BLM and David Hackford with the State of Utah were given verbal notification.

14. I hereby certify that the foregoing is true and correct.
Signed D. C. Beaman Titl© Computer Systems Operator Date 12/23/98

(This space for Federal or State office use)

Approved by: Title Date

Conditions of approval, if any

Title 18 U.S.C. Section 1001, makes it a crime for any person knowinglyand willfully to make to any departmentor agency of the United States any false, fictitious or fraudulent statementsor
representations as to any matter within its jurisdiction.

*See instruction on Reverse



State of Utah OPERATOR ACCT. No. O2..lO
Division of Oil, Gas and Mining OPERATOR: Chevron USA Production Company

ADDRESS: 11002 East 17500 South
ENTITY ACTION FORM - FORM 6 Vernal, Utah 84078-8526 (801)781-4300

Action Current New Entity API Number Well Name QQ SC TP RG County Spud Date Effective Date
Code Entity No. No.

A 43-047-33222 WVFU #70WG SW SE 13 8S 21E Uintah 12/12/98

WELL 1 COMMENTS: $$NZ$ MÎfy ûÀÀ€d'y 07&½ IM/g/A/nd Ë.4) Qf
New well to be drilled in Wonsits Valley.

WELL 2 COMMENTS:

WELL 3 COMMENTS:

WELL 4 COMMENTS:

WELL 5 COMMENTS:

CTION CODES (See instructions on back of form)
A - Establish new entity for new well (single well only)
B - Add new well to existing entity (groupor unit well)
C - Re-assign well from one existing entity to another existing entity Signature
D - Re-assign well from one existing entity to a new entity
E - Other (explain in comments section) Computer Systems Opr. 12/23/98

Title Date
NOTE: Use COMMENT section to explain why each Action Code was selected

Phone No. (801) 781-4306
(3/89)

D OF0\ GAS&M



Form3160-5
UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR BudgetBureauNo. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March31, 1993

5. Lease Designationand Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-oso6
Do not use this form for proposals to drill or to deepen or reentry to a different reservoir

Use "APPLICATION FOR PERMIT--" for such proposals 5. Iffndian, Allotteeor Tribe Name

N/A

SUBMIT IN TRIPLICA TE I If unitor cA, Agreement Designation
1. Type of Well

Wonsits Valley Federal Unit
Oil Gas

Well Well Other 8. Well Name and No.

Wonsits Valley 70 WG
2 NameofOperator

CHEVRON U.S.A. PRODUCTION COMPANY 9. API Well No.
3 Address and Telephone No. 43-047-33222

11002 E. 17500 S. VERNAL, UT 84078-8526 (801) 781-4300 10. Field and Pool, or Exploratory Area
4 Location of Well (Footage, Sec., T , R., M., or Survey Description) Wonsits Valley - Green River

11. County or Parish,State
603' FSL, 1909' FEL, SW SW, SEC 13, TSS, R21E, SLBL UINTAH,UTAH

12 CHECK APPROPRIATE 3OX(s) TO INDICATE NATURE OF NOTICE, REPORT, Oli OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Abandonment Change of Plans

O Recompletion New Construction

Subsequent Repon Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

O FinalAbandonment Notice Altering Casing Conversion to Injection

O Other Dispose Water

(Note) Report results of multiplecompletion on Well
Completionor RecompletionRepon and Log form.)

13 Describe Proposed or Completed Operations (Clearly state all pertinent details, and give peninent dates, includingestimated date of starting any proposed work. If well is directionallydrilled,give subsurface locations and measured and true venical depths for all markers and zones pertinent to this work)

During drilling operations circulation was lost. This well was plugged and abandoned on December 28, 1998 as folloGs:
1. Mix and pump 68 sx 'G' from 2283' - 2083'.
2. Tag cmt @2177'. BLM requested additional plug height
3. Mix and pump 50 sx 'G' from 2177'-2007'.
4. Mix and pump 73 sx 'G' from 654'- 354'.
5. Mix and pump 40 sx 'G' from 50'-0'. CMT returns to surface.
6. Install dry hole marker

Ray Arnold with BLM witnesses all abandonment procedures.
Ed Forsman with BLM, Joy Grant @BIA, Mike Hebertson, Utah O&G were given verbal notification of well abandonment on December 28, 1998.

14. I hereby cenify that the foregoing true and co:Tect
Signed D. C. Beaman Titi Computer Systems Operator Dat 9/16/1999

(This space for Federal or State office use)

Approved by: Title Date
Conditions of approval, if any

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any depanment or agency of the United States any false, fictitious or fraudulentstatements or
representations as to any matter wíthin itsjurisdiction.

*See instruction on Reverse



Form 3160-4 Form approved.
(November 1983) UN 'D STATES SUBMIT IN DUPLI E Budget Bureau No. 1004-0137

(formerly 9-330) DEPARTMENT OF THE INTERIOR (See other in- Expires August 31, 1985
BUREAU OF LAND MANAGEMENT structions on

SEP 2 7 1999 reverse side). 5. LEASE DESIGNATIONAND SERIAL NO.

U-0806

6. IF INDIAN, ALLOTTEE OR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG *

ŸfË()VWE OIL GAS 7. UNIT AGREEMENT NAME

WELL WELL DRY Other

b TYPE OF COMPLETION

NEW WORK DEEP- PLUG DIFF. 8. FARM OR LEASE NAME
WELL OVER EN BACK RESVR Other P&A'd WONSITS VALLEY FED. UNIT

2. NAME OF OPERATOR 9. WELL NO.
CHEVRON USA PRODUCTION CO., INC. WVFU #70WG

3. ADDRESS OF OPERATOR 10. FIELD AND POOL, OR WILDCAT

11002 EAST, 17500 SOUTH, VERNAL, UT 84078 435-781-4300 WONSITS VALLEY
4. LOCATION OF WELL (Report location clearly and in accordance with any Stat¢requirements)*

At surface 603' FSL, 1909' FEL, SWSE 11. SEC.,T., R., M., OR BLOCK AND SURVEY

OR AREA
At top rod. imerval reported below SEC. 13-TSS-R21E

Attotaldepth SAME SLBM
14. PERMIT NO. DATE ISSUED 12. COUNTY OR 13. STATE

33222 12/3/98 U
THAH

UT
15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL (Ready to prod.) 18. ELEVATIONS (D , RKB, RT, GR, ETC.)* 19. ELEV. CASINGHEAD

12/5/98 NA NA / ÑÑ- 4903' KB, 4889' GL
20. TOTAL DEPTH, MD & TVD 21 PLUG BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY* DRILLED BY
4889' NA -----> ALL NA

24. PRODUCING INTERVAL(S), OF THIS COMPLETION--TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL
SURVEY MADE

NA NO

26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

NA NO
28. CASING RECORD (Report all strings set in well)

CASING SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE • CEMENTING RECORD AMOUNT PULLED

8-5/8" 24 563' 11" 180 SX. CLASS G TO SURFACE NA

29. LINER RECORD 30. TUBING RECf RD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

NOTE - WELL P&A'd DUE TO SEVERE LOST CIRCULATION DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIALUSED

PROBLEMS, WITH CEMENT PLUGS PLACED AT 3993-3477',
3422-2900', 2859-2762', 2283-2007', 654-354' AND 50' TO SURFACE.
P&A OPERATIONS WITNESSED BY RAY ARNOLD WITH BLM
ON DECEMBER 28, 1998.

33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flomng, gas hyt,pumping--size and type of pump) WELL STATUS (Producing or

shut-in)

DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N FOR OIL--BBL GAS-MCF. WATER-BBL GAS-OIL RATIO
TEST PERIOD

> l I I
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL GAS-MCF WATER-BBL OIL GRAVITY-API(CORR.)

24-HOUR RATE

34. DISPOSITION OF GAS (Sold, usedfor fuel,vented, etc.) TEST WITNESSED BY

35. LIST OF ATTACHMENTS

36. ISheebyEcettify in mplete and coivec mT

, /4444 DATE

(See Instructions and Spaces for Additional Data on Reverse Side)

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its
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